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*Cradle not included

Fastening systems for external vibrators

CLW - Clamp for Wooden formworks

CLS - Clamp for Steel formworks

CRS - Cradle for Steel concrete moulds

CLW
APPLICATION Quick mounting of vibrators 

on wooden formworks

SAFETY BELT Included

FINISHING Galvanized

SUITABLE FOR
DOKA H20, Top50, FF20

PERI VT20K, GT24, VARIO GT24

MEVA H20

PASCAL H20

NOE H20

HÜNNEBECK H20, R24, GF24, ES24

CLS
APPLICATION Quick mounting of vibrators 

on steel formworks

SAFETY CABLE Included

FINISHING Galvanized

SUITABLE FOR
DOKA Framax XLife, 

Alu Framax XLife

PERI Trio

MEVA StarTec, Mammut

NOE NOEtop

CRS
APPLICATION Quick mounting of vibrators 

on formworks

FINISHING Black painted

SUITABLE FOR
VIBRATING MOTOR Electric and pneumatic

CLW DIMENSIONAL SPECIFICATION

MODEL
LENGTH WIDTH HEIGHT WEIGHT MULTIPLE FOOTPRINT (mm)

mm mm mm kg ELECTRIC PNEUMATIC

CLW 001 389 291 122 6 65x106 135x115 90x125 180

CLS DIMENSIONAL SPECIFICATION

MODEL
LENGTH WIDTH HEIGHT WEIGHT MULTIPLE FOOTPRINT (mm)

mm mm mm kg ELECTRIC PNEUMATIC

CLS 001 389 291 122 6.5 68x106 135x115 90x125 180

CRS DIMENSIONAL SPECIFICATIONS

MODEL
LENGTH WIDTH HEIGHT RADIUS WEIGHT

mm mm mm mm kg

CRS 055 180 105 140 55 3.5

CRS 080 230 85 184 80 5
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